
   

WOOD CLEANER 

 

Presentation, technical sheet and instructions for use 

 

Product description: NanoProtection  WOOD CLEANER is an innovative product that dissociates 

gray lignin from wood by a micro-vibration action. The product will penetrate the wood and "take off" 

from below the organic elements, all without the use of acid or whitening product. Wood cleaning with 

NANO WOOD CLEANER is not harmful and not aggressive for the wood fibers while giving back its 

original unbleached appearance. WOOD CLEANER is acid free and is biodegradable. It is non-corrosive 

and safe for the skin. 

   

Usage examples:  

 Wood lignin cleaner and organic cleaner of mineral surfaces.  

 

Odor: Mild 

Color: Greenish 

Form: Liquid  

pH : n.a.  

  

  

USAGE:  

Application conditions: Apply the product at temperatures between + 10 ° C and + 60 ° C. 

  

Usage tips:  

Ready-to-use product for the de-lignin and cleaning of moderately and heavily soiled surfaces. For 

slightly fouled surfaces, the product can be diluted 1/1 with running water. 

 

Spray WOOD CLEANER evenly on the surface to be cleaned (preferably dry, this will increase the 

action of the product) then leave to act between 15 and 20 minutes depending on the rate of fouling of 

the surface (always maintain the wet surface). For heavily soiled surfaces, the action time can be 2-3 

hours. Then rinse with a high-pressure cleaner (about 40 bar at 10-15 cm from the support) to neutralize 

the action of the product and to remove organic residues that have separated from the support. Always 

use a wide flat jet for rinsing, do not rinse with a high pressure straight jet. Repeat the operation if 

necessary (no need to wait until the surface is dry, you can spray on the still wet surface). Always perform 

a test on a small area to validate the action of WOOD CLEANER and set the ideal dilution ratio. 

 Be careful not to make contact with clothing, skin and eyes. Protect plants and surrounding metals from   

projections.   

 



 

  

Amount to use: 100 to 200 ml / m² according to impurities. 

  

Composition: Mixture of different submigrators. 

  

 Storage: Storage for 1 year in its original packaging without opening. Store in a place between + 5 ° C 

and + 25 ° C. Store away from sunlight and frost. Close well opened containers. 

 

Hazardous Products Regulations: WOOD CLEANER is not subject to the reporting obligation 

according to the regulation on dangerous products. For further information, please also consult our safety 

data sheet.  

  

These application recommendations are based on our experience and extensive research, however they 

do not release the user to test the product before an application. NanoProtection guarantees the quality of 

its products but expressly disclaims any liability in case of non-compliance by the user with the 

recommendations and conditions of use of the said products, in particular but not exclusively in case of 

lack of application, application by a unqualified personnel, use of products not compatible with 

NanoProtection products or poor weather conditions. We disclaim any liability for any use or application 

other than those specified in written form from us. For more information, Request MSDS Material Safety 

Data Sheet.  
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